
 

Late Model Rules 

 

 

WEIGHT: 
2,300 Lbs. Minimum, with driver after the race. 
 
WHEELBASE: 
100" minimum, (+ or - 1") measured on left side of car. 
 
ENGINE: 
Any engine in any car. Engine must remain in center of the frame. Aluminum heads optional. 
Aluminum blocks allowed. A 6 " set back is allowed, measured from the front plug on the left. 
 
TRANSMISSION: 
Cars must have a transmission with working reverse. No quick-change transmissions allowed. 
 
FUEL: 
Pump gasoline and alcohol allowed. No nitrous oxide. Must have florescent "A" visible on car if 
running alcohol. 
 
FUEL CELL: 
Approved fuel cell only. Located between the frame rails. Cells must have a minimum of 8" 
clearance to ground. Must have a loop (.095" min. tubing) from the rear to protect cell. Mountings 
and 20 gauge can must be approved. 
 
EXHAUST: 
All cars to be muffled and meet 100 decibels or less. All headers must be pointed away from 
ground. 
 
WINDOWS: 
No enclosed side window. Driver must be able to exit both sides of car with helmet on. 
 
SPOILERS: 
LEXAN ONLY 8" X 72" max. with 3 triangular braces 8" X 18". Maximum 44" off the ground. 
 
REAR BUMPER: 
Max. 47" from center of rear axle with rounded end. No sharp ends. 
 
SIDE SKIRTS: 
No side skirts. 4" minimum clearance all around. 
 
RUB RAILS: 
No sharp edges or bolts anywhere. 
 
BODY: 
Check all body dimensions by diagram. 
 
WHEELS: 
14" wheels only, measured between beads, bead locks allowed, optional. 
 
NOSE CONE: 
See diagram.  
 
CARBURETION: 



 
Normally aspirated, 4 bbl. Maximum. 
 
LIQUID BALLAST: 
Mercury - forbidden by Federal law. Anyone caught using mercury for weight ballast will be 
banned for life from racing at Merritt Speedway and all MSPA tracks! 
 
TIRES: 
American Racer 
29.0-11.0-15 / 28.5-11.0-15 / 27.5-11.0-15 
 
REAR BUMPER: 
Max. 47" from center of rear axle with rounded end. No sharp ends 


